
RPM MPH GPH MPG RANGE DB
IDLE 3.0 0.30 10.00 450 n/a
1000 4.4 0.50 8.80 396 n/a
1500 6.1 1.10 5.55 250 n/a
2000 7.6 1.60 4.75 214 n/a
2500 10.2 2.60 3.92 177 n/a
3000 17.4 3.20 5.44 245 n/a
3500 23.0 4.20 5.48 246 n/a
4000 27.5 5.30 5.19 233 n/a
4500 32.0 7.30 4.38 197 n/a
5000 36.5 9.40 3.88 175 n/a
5500 40.6 12.40 3.27 147 n/a
6000 45.5 15.50 2.94 132 n/a
6200 47.5 16.1 2.95 133 n/a

SUZUKI PERFORMANCE NOTEBOOK
Boat Brand:  Alumacraft Test Location: Lake Washington, MN Test Date: 8/17/2011

Wind Velocity Light Breeze

Test Boat: Trophy 205 Boat Type: Alum Fishing Test Motor: Suzuki DF175TX

BOAT ENGINE OTHER SPECS

Material Stainless Steel
2012 Alumacraft Trophy 205

Water Conditions Light Chop

HP 175
Material Aluminum Engine Type 4-Stroke I-4

Diameter/Pitch 14 5/8 X 21
Beam 98" Displacement 2.9 Liter Number of Blades 3
Length 20' 8"

Weight 1915 lbs. Operating Range 5500-6100 RPM
Maximum HP 225 HP Weight 485 lbs

Hole Position 2nd Hole Up
Jack Plate N/A

Fuel Capacity 45 Gal.
Transom Height 25" Fuel Delivery Multi-Point EFI

Lubrication Wet Sump

Steering SeaStar Hyd Ignition Solid State

PropellerSuzuki DF175TX Outboard

Mounting Height

PERFORMANCE DATA TEST CONDITIONS

Air Temperature 72 degrees
Fuel Load 25 gallons
Weight Onboard 2 persons

Full Safety Gear

PERFORMANCE SUMMARY

Top Speed 47.5
0-30 Acceleration 4.5 seconds
Optimum Crusing       246 Miles
               Range     @ 3500

Alumacraft

Best Crusing 5.48 MPG
       Fuel Efficiency @ 3500 RPMResults may vary.  Range based on 90% fuel capacity.

FOR MORE INFORMATION, CONTACT:
Suzuki Marine

www.suzuki.com
315 W. St. Julien St.
St. Peter, MN 56082
(877) 930-9222

(800) 247-4704
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Катер
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Двигатель
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Спецификация
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Textbox
Материал                 Аллюминий

Длина                       6.3 м

Ширина                    2,49 м

Вес                           867 кг

max мощность        225 л\с

Топлвн. бак             168.75

Высота транца        635 мм

Управление            SeaStar 
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Тип двигателя        рядный 4-х такт.

Л\С                          175

Объем                     2.9 L

Рабочие обороты   5500-6100

Вес                          219 кг.

Система смазки     мокрый картер

Система впрыска  Multi-point EFI
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                         Винт

Материал                    Нержавейка

Диаметр\Шаг              14-5/8х21

Лопасти                       3

Позиция на транце     2 отверстия
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                 Замеры
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         Условия теста
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Вода                           Легкое волнение

Ветер                         Легкий бриз

Темп.воздуха            22 С

Топливо                     93 л.

Загрузка                     2 чел.
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 Обороты      КМ\Ч      Л\Ч       КМ\Л       Путь

 холостой      4,8         1,12       16           720

 1000              7            17         14           633

 1500             9,7         4,12       8,88        400

 2000            12,1         6          7,6           342

 2500            16,3        9,75      6,27         283

 3000            27,8        12         8,7           392

 3500            36,8        15,7      8,7           393      

 4000            44           19,8      8,3           372

 4500            51,2        27,3       7             315

 5000            58,4        35,2      6,2           280

 5500            64,9        46,5      5,2           235

 6000            72,8        58,1      4,7           211

 6200            76           60,3      4,7           212
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               Результаты теста
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Макс.скорость                         76 км\ч

Ускорение с 0- 48                    4,5 с.

Оптимальный путь    393км при 3500

Оптимальный путь на литр  8,7 км 




